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The New Smart Suction Plate

Up to 9 extraction speed High Speed

O-Touch Control Panel

Standby Mode

Low Speed

NOVARA
ESSENTIAL Series

Suction : 1500 m3/hr
O-Touch control panel up to 9 extraction speed
Smart suction plate
Air pressure up to 800pa
DC motor for energy saving
X-Boost

Specification:
RCH-NOVARA-90SS
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New Smart Suction Plate 800pawith Air Pressure up to

DC Motor for
Energy Saving



RCH-BOXLINE X-90SS
ESSENTIAL Series

Suction : 1400 m3/hr
SS Pyramidal Baffle Filter
Invisible sensor touch control panel
Bevel glass design
Easy Maintenance
X-Boost

Specification:

ALLORA2B
DRITTO Series

Dritto Flame Burner
L: 5.0 ; R: 5.0 (kW)
Tempered glass finishing 
Cast iron pan support

Specification:

High Heat up to 5.0kW Ignition & FFD ProtectorWider Distance to
support larger pot

560mm

Bevel glass design

Invisible sensor touch
control panel

Easy Maintenance



RM40 RM40 RM380RM370

[LP] WM : RM1,700
EM   : RM1,780

L: 5.0 (kW) ; R: 5.0 (kW)
Black Tempered Glass
Cast Iron Pan Support
Convex Burner Plate
Sensor & Ignition Protector

RGH-ALLORA2B-BL

RM60RM60

[LP] WM : RM1,100
EM   : RM1,160

RGH-FIGATA2B-BLRGH-VISTA2B-BL

L: 5.0 (kW) ; R: 5.0(kW)
Black Tempered Glass
Cast Iron Pan Support
Convex Burner Plate
Sensor & Ignition Protector

760
460

403

703

RM740RM710 RM740RM710 RM800RM770



DIMENSION DIAGRAM FOR 3-BURNER MODELS

860

40
0

-4
50

700-800

500

780

685

460

380

RGH-VISTA3B-BLRGH-LOTOFLEXI3B-BLFX

RM2,360
RM2,250

RM940
RM900





[LP] WM : RM2,500
EM   : RM2,630

Electronic Control
Stainless Steel Cavity
8 Auto Menu
30sc Quick Start function

RM1,138RM1,088

RMO-OREO-28BL
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